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MAGNETICS PROXIMITY SENSORS 

Technical features 

Working voltage (V AC/DC) 5÷30 V AC/DC 

Switching current Max (mA) 100 

Power switching Max (W/VA) 3 

Voltage drop Max (V AC/DC) 0,1 

Minimum magne'c field (gauss) 60 

Opening response 'me (ms) <0,5 

Closing response 'me (ms) <1 

Status indicator (LED) Red 

Number and sec'on of cables (mmq) 3x0,14 

Cable length (mm) 3000 

Degree of protec'on (EN60529) IP67 

Temperature of use (°C) -20 ÷ + 80 

Technical features 

Working voltage(V AC/DC) 10÷30 V AC/DC 

Tempo di risposta chiusura (ms) <1,8 

Status indicator (LED) Yellow 

Number and sec'on of cables (mmq) 2x0,14 

Cable length (mm) 2000 

Degree of protec'on (EN60529) IP67 

Temperature of use (°C) -10 ÷ + 50 
II 3 G Ex nC IIC T4 GC IP67 

II    D Ex tc  IIIC 110°C Dc 

BRN=BROWN 

BLK = BLACK 

BLU= BLUE 

BRN=BROWN 

BLU= BLUE 

CODE: 000173Q 

CODE:  000173 


